
Clean the substrate (surface that you are placing the vinyl on)
thoroughly using a lint-free rag dampened with methylated spirit. 
Remove all traces of dust and dirt.
Allow the substrate to dry completely.

Use masking tape to hold the vinyl in position on the substrate. 
Apply the masking tape to the top of the vinyl only. Use enough 
masking tape to hold the vinyl securely, as you will be pulling 
against the tape during installation.

Lift up the vinyl from the bottom and, holding it away 
from the substrate, spray the substrate with the soap/water mix until 
the substrate is thoroughly wet. AVOID wetting the paper backing of 
the vinyl liner. It will stick to the adhesive and become very difficult 
to work with.

Continue holding the vinyl away from the substrate and peel the 
paper liner from the vinyl, exposing the pressure-sensitive adhesive 
back of the vinyl. Spray the back of the vinyl with the soap/
water mix as you peel away the liner.

Lower the vinyl onto the substrate and gently press the it 
in place with your hand, starting from the top edge and working 
downwards.

Use the squeegee to press out the soap/water mix from under 
the vinyl. Work the squeegee from the center of the vinyl to 
the outside. If you do not have a squeegee, a plastic credit card will work. 

Remove the masking tape and peel the paper mask away from the 
vinyl and substrate, pulling it back against itself as you work. Watch 
for tips and edges of vinyl that may stay adhered to the paper 

the tip or edge back onto the substrate, working from the paper mask 
side. Never touch the pressure-sensitive side of the graphics, as oil 

Press down the exposed vinyl with the rubber squeegee, working 
from the center of the graphics to the outside edge. Use the rubber 
squeegee to push any bubbles out the nearest edge. Do not use 
A credit card on the exposed graphics, as this may scratch the vinyl 

Wipe off the vinyl with a lint-free rag to remove the soap/water mix. 

Remove any remaining bubbles by pricking them with a needle and 

bubble towards the needle hole.
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Things You’ll Need:

• Washing up liquid
• Water
• 1 Trigger spray bottle
• Methylated Spirits
• Lint-free rags
• 1-Inch Wide Masking Tape
• Vinyl
• Sewing Needle

Vinyl Film Installation Instructions

Mix three drops of washing up liquid with  250ml of water 
in a spray bottle. 
Shake the bottle to dissolve the liquid
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Basic instructions for applying our vinyl to a vertical surface using soapy water method.  


